New generation fiber unwinder the ComPo 35 is based on the famous Compomec technology
for the demanding applications of loose tube, tight buffer, dry construction and fiber ribbon
production. The ComPo 35 was developed for up to 60 km fiber spools with high acceleration
performance. Accurate tension control with versatile adjustability is standard solution. Overall
design is based on the latest engineering knowledge of minimum torsion and static electricity
requirements for the fiber. One basic frame made of rigid aluminium profiles consists of 1 to 4
spooling units, and for the multiple fiber applications number of frames can be combined
accordingly. The frame is equipped with convenient working light for the operator as standard.
Latest proven AC-technology ensures long trouble-free and economic lifetime.

The ComPo 35 is easy to integrate to any kind of production lines and process requirements
thanks to the various high tech features:

Online tension control and measurement
Online length and speed meas. for SPC
Traverse system with non-contact
feedback

Powerful static electricity discharge
system

Fieldbus connection for easy

integration to existing lines
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Max. reel diameter 350 mm
Max. reel width 170 mm

(350 mm with traverse option)
Max. weight 10 kg

Drum diameter min. 150 mm
Bore diameter 25,4 mm (1")
Accumulation capacity 800 mm
(1600 mm with 4 loops option)
Tension range 0.2t0 2N +£0.05 N
Max. line speed 1200 m/min
Max. acceleration 100 m/s?
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Compomec provides innovative and reliable solutions to the optical fiber and cable industries
including from single wire equipment to the high voltage cable machines. During the past 10
years Compomec has developed and delivered thousands of equipment and solutions
worldwide thanks to the co-operation with customers.

Compomec - “winding the future”



