Single high performance unwinder the ComPo 100 for the rewinding, stranding and extrusion
processes. Especially engineered for the unwinding of multiple loose tubes in the stranding lines
with fast acceleration/decceleration performance. Pay-off consists of spooling unit, lifting unit,
pintle and dancer. Reel is lifted by electrically moving pintles. Reel is locked by pintles with full
width stroke, no operator action is required for different reel sizes. Reel is driven by cushioned
friction flange without dog pin. Machine is operated by a joy-stick located in perfectly
ergonometric place. Powerful drive system and intelligent speed control guarantees stabile
material tension during fast line ramps. Latest proven ac-technology ensures long, trouble-free
and economic lifetime.

The ComPo 100 is easy to integrate to different production lines and process requirements
thanks to the various high tech features:

* Online tension control and measurement
* Online length and speed meas. for SPC

« Fieldbus connection to line controls

Max. reel diameter 1000 mm
Reel width 200 — 750 mm

* Max. reel weight 400 kg

* Max. reel speed 200 rpm

* Max. acceleration 50 m/s2

Compomec provides innovative and reliable solutions to the optical fiber and cable industries
including from single wire equipment to the high voltage cable machines. During the past 10
years Compomec has developed and delivered thousands of equipment and solutions
worldwide thanks to the co-operation with customers.

Compomec - “winding the future”



