New generation dual take-up the ComTu 45 for the winding of optical fiber, buffered fiber and
fiber ribbons is based on the famous Compomec technology. It was engineered especially for
the continuous production processes. Construction allows changeover without excess waiting
time. Quick and precise changeover is possible when traversing is made by moving the reel
instead of traversing wheels. Together with its innovative guiding pulley construction and
automatic turning point control, it guarantees unbeatable winding quality. Optionally integrated
multipass capstan saves floor space, and allows production of sensitive thin-wall products. The
frame is equipped with convenient working light for the operator as standard. Latest proven AC-
technology ensures long trouble-free and economic lifetime.

The ComTu 45 is easy to integrate to different production lines and process requirements
thanks to the various high tech features:

Special pulley design for microsheet/ribbon
production

Integrated capstan or caterpillar unit
Multipass capstan for pressure-sensitive
products

Online tension control and measurement
Online length and speed meas. for SPC
Fieldbus connection to line controls

Max. reel diameter 450 mm (207)
Max. reel width 450 mm

Max. weight 25 kg

Tension range 0.5t04 N

Max. line speed 600 m/min
Fiber dia. max. 1,5 mm
microsheet dia. max. 3,0 mm
ribbon width max. 8 mm

Compomec provides innovative and reliable solutions to the optical fiber and cable industries
including from single wire equipment to the high voltage cable machines. During the past 10
years Compomec has developed and delivered thousands of equipment and solutions
worldwide thanks to the co-operation with customers.

Compomec - “winding the future”



