
Compomec tape corrugation line the ComCOR is designed to apply corrugated metallic tape 
longitudinally over the cable core. Line configuration can be customized according to product 
requirements. 

Compomec tape corrugator ComCOR is designed for continuous high speed production of
corrugated metallic tape. Machine has rigid construction with welded steel frame, large diameter 
corrugating rollers and powerful AC-drive system. Corrugating rollers has large diameter for
smoother operation, longer lifetime and more rigid construction. Large diameter makes easier 
adaptation to different materials. Rollers are made of high quality heat-treated and nitrated steel.
Both corrugating rollers are driven and precisely synchronized to each other. They are 
assembled to one-side supported rigid shafts for easy replacement and adaptation to different 
product. Corrugation roller replacement can be done without any dismantling of the machine or 
re-adjustment of the settings. Roller gap adjustment is done with precise screws and accurate 
digital micrometers located conveniently outside of the noise shield. 
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• Materials

• Steel 0,05...0,16mm + 0,06mm PE

• Aluminium 0,1…0,8mm + 0,06mm PE

• Copper 0,1…0,8mm

• Tape width 20…200mm

• Structural max speed 150 m/min

• Corrugations / in upon request

Compomec provides innovative and reliable solutions to the optical fiber and cable industries 
including from single wire equipment to the high voltage cable machines. During the past 10 
years Compomec has developed and delivered thousands of equipment and solutions 
worldwide thanks to the co-operation with customers.

Compomec - “winding the future”


